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In the last few years, an intense research effort has focused on the synthesis of fluorescent
nanopigments for functional inks, light harvesting, tagging, tracing, biolabeling, imaging, and
lighting applications. Moreover, combined with dielectric matrices, these fluorescent nanoparticles
may open the way to the realization of novel optophotonic devices. In particular, due to the large
variety of available organic fluorescent dyes, their encapsulation into either an inorganic or an
organic host is a very promising approach to synthesize a large palette of new fluorescent
nanopigments. However, since the dye encapsulation may affect the fluorescence efficiency,
measuring the quantum yield of fluorescent nanopigments is of paramount importance for the
development of any connected application. In this article, we present a diffuse reflectance DR
technique that enables the quantitative assessment of the quantum yield of fluorescent nanoparticles
such as zeolite L nanocrystals and polymethyl methacrylate nanospheres both loaded with
fluorescent perylene molecules. Our method is validated by measuring a well known fluorescence
standard and by comparing the results obtained for a model zeolite nanopigment with those provided
by an alternative DR technique. Reliable and reproducible quantum yield values are obtained for
both low- and high-efficiency fluorescent nanoparticles. Our technique can thus enable systematic
and quantitative studies that may yield an important insight in the mechanisms affecting the
fluorescence efficiency of a large variety of nanopigments. © 2010 American Institute of Physics.
doi:10.1063/1.3387891
I. INTRODUCTION
In the last decade, nanopigments have been intensively
studied as novel fluorescent materials for functional inks,
light harvesting, tagging, tracing, biolabeling, imaging, and
lighting applications.1–8 Moreover, functionalizing the exter-
nal surface of the these fluorescent nanoparticles and embed-
ding them into a dielectric e.g., polymer matrix has enabled
the realization of a large variety of novel optophotonic
devices.9–14 Recently, due to the wealth of existing organic
fluorescent dyes, their encapsulation into either an inorganic
or an organic host has been demonstrated to be a very prom-
ising and versatile approach to synthesize a large palette
of new fluorescent pigments. In particular, both
organic-inorganic14–16 and organic-organic17–19 host-guest
nanosystems have been extensively developed for the chemi-
cal, photochemical or thermal stabilization and the supramo-
lecular organization of organic fluorescent dye molecules,
complexes, and clusters.19–25 The most common examples of
such systems are
i nanoporous zeolites: besides their widespread com-
mercial use as catalysts and ion-exchangers,26 due to
their nanoporous framework consisting of nanochan-
nels with a minimal diameter of several angstrom,
they have been used as inorganic hosts for the encap-
sulation of different organic molecules,2,20–22,27–31
ii mesoporous silica particles: because of their uniform
porosity, they have been recently proposed as promis-
ing inorganic hosts with an adjustable pore size in the
range of 1–10 nm,32–35
iii silica nanoparticles: once loaded with fluorescent or-
ganic dyes, these inorganic nanohosts have been
shown to possess interesting physical-chemical and
photochemical properties,36–40
iv fluorescent polymer nanoparticles: as stable organic
hosts, they have attracted both research6,8,17–19,23,25,41
and commercial42 interest for the development and the
fabrication of novel functional materials;
v organic-organic supramolecular complexes: they
have been developed using organic macromolecules
as hosts that can encapsulate small organic molecules
or ions.43,44
Due to their high versatility, these host-guest systems
offer a wide range of possibilities for preparing nanopig-
ments with tailored chemical and physical properties. Never-
theless, we observe that, since the host-guest interactions can
strongly affect the dye fluorescence efficiency, measuring the
quantum yield of both organic-inorganic and organic-organic
fluorescent nanoparticules is of paramount importance for
the development of any optophotonic application. Unfortu-
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nately, although the optical properties and the fluorescence
efficiency of most organic dyes are reported in the
literature45 and/or can be easily measured in solution,46,47
very few systematic and quantitative studies on the quantum
yield of fluorescent nanopigments can be found in the
literature18,19 and a precise measurement is often lacking. On
one hand, the relative quantum yield is indeed commonly
estimated by comparison with a well-know fluorescent agent
in solution taken as reference.18,19,25,48,49 Since the emission
can be assumed to be isotropic, the relative method works
well for liquid samples, provided that the sample and the
reference have an identical concentration yielding an identi-
cal absorption. However, for organic-inorganic and organic-
organic nanopigments, when the particle size is larger than
100 nm, their morphology strongly affects both emission and
absorption due to light scattering and self-absorption. It is
clear that a proper reference sample should closely resemble
those morphological properties. Nevertheless, it is nearly im-
possible to find such a reference for all fluorescent nanopig-
ments. Using a standard that poorly simulates the anisotropic
fluorescence of the studied material will lead to large errors
in the resulting quantum yield values and extrinsic correc-
tions will be necessary.25 On the other hand, either complex
techniques such as the thermal lens effect,50 or emission/
absorption measurements in solution or in transparent
films,51 or integrating sphere measurements on thin films52
are used to indirectly assess the absolute quantum yield with-
out the need for a standard reference.40 But again, light scat-
tering and self-absorption become critical for nanoparticles
with sizes in the order of several hundreds of nanometers.
Therefore, a direct and reliable absolute measurement is of
paramount importance to enable systematic and quantitative
studies of the quantum yield of fluorescent nanopigments.
In this article, we present an optical technique that
allows the direct measurement of the absolute quantum yield
of fluorescent nanoparticles such as zeolite L ZL
nanocrystals2,20–22,28–31 and polymethyl methacrylate
PMMA nanospheres5,17,19,23–25,53,54 both loaded with fluo-
rescent perylene molecules, which are well known for their
chemical and photochemical stabilities as well as for their
high quantum yield.5,55 Our experimental method is based on
the measurement of the diffuse reflectance DR spectra of
fluorescent nanopigments adsorbed on microcrystalline cel-
lulose substrates. In particular, we adapted the DR technique
previously developed by Ruetten and Thomas56 and Ferreira
et al.57 for the measurement of the fluorescence efficiency of
organic dyes to the assessment of the quantum yield of
organic-inorganic and organic-organic nanopigments, for
which both light scattering and self-absorption strongly af-
fect the fluorescence emission. To this purpose, an optical
bench was equipped with a standard lamp-monochromator
system and a calibrated integrating sphere coupled to a pho-
todetector, which eventually eliminates any influence of the
nanoparticle emission anisotropy on the optical measure-
ments. Our technique was validated i by measuring a well
known fluorescence standard Rhodamine 101 and ii by
comparing the results obtained for a model zeolite nanopig-
ment with those provided by an alternative DR technique by
Rohwer and Martin.58 Finally, reliable and precise quantum
yield values were obtained for both low- and high-efficiency
fluorescent nanoparticles, i.e., for both perylene-loaded zeo-
lite nanocrystals and PMMA nanospheres, respectively.
II. MATERIALS
Fluorescence microscopy images of ZL and PMMA
nanopigments are shown in Fig. 1. They were taken by im-
aging a drop of the nanoparticle dispersion with an Olympus
BX61 optical microscope equipped with a 100 W mercury
discharge lamp, an excitation filter centered at 450 nm, and a
long-pass emission filter with a cut-on wavelength located at
520 nm. These nanopigments were synthesized by loading
either the inorganic or the organic host with fluorescent
perylene dyes organic guest.5,55 Before the encapsulation of
the dye molecules, their purity was checked by standard
analysis methods e.g., NMR that yielded negligible impu-
rity concentrations for all the used products. Moreover, we
made a few tests with perylene molecules purified by gradi-
ent sublimation but we did not find any difference in the
optical properties of the fluorescent nanoparticles after the
host loading.
A. Zeolite L fluorescent nanocrystals
ZL nanocrystals consist of cylindrically shaped alumino-
silicate nanoporous nanoparticles with one dimensional
channels with a minimal diameter of 7 Å running along the
crystal axis.2 ZL nanoparticles with an aspect ratio of 1:1 and
a narrow size distribution around 200 nm were synthesized
using a hydrothermal process.59 Details on the synthesis pro-
cedure and parameters can be found in Ref. 60.
3,9-Perylenedicarboxylic acid diisobutyl ester PDB; see
the inset of Fig. 2 molecules by ABCR Ref. 61 were in-
filtrated into the zeolite channels with a gas-phase method at
180 °C thus obtaining ZL–P organic-inorganic nanopig-
ments see Fig. 1a.22,62,63 Note that, in order to perform
DR measurements, the ZL–P nanoparticles are adsorbed into
microcrystalline cellulose substrates using a solvent evapo-
ration method under heating and reduced pressure see be-
low. Therefore, in order to guarantee the nanopigment sta-
bility i.e., to prevent the leakage of the neutral dye
molecules, a well-known plugging method was adopted.64
We observed that the emission spectrum of the modified




FIG. 1. Color Fluorescence microscopy images of a 200 nm zeolite L
nanocrystals ZL–P and b 300 nm PMMA nanospheres PMMA–L
loaded with perylene molecules, i.e., 3,9-perylenedicarboxylic acid diisobu-
tyl ester PDB: see the inset of Fig. 2 and Lumogen F Yellow 083 LY83:
see the inset of Fig. 3, respectively.
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the bare ZL–P nanoparticles before the adsorption of the
plugging agent at the channel entrances. A thorough descrip-
tion of the infiltration technique as well as the plugging pro-
cedure and the loading stability tests is given in Ref. 60. The
loading efficiency was estimated by selectively dissolving
the inorganic zeolite framework with hydrofluoric HF acid
and then measuring the solution absorption spectrum see
Ref. 60 for details. Comparing with the absorption spectrum
of reference solutions, the exact quantity of PDB molecules
loaded into the ZL–P nanopigments in milligram per gram
mg/g was obtained and the corresponding concentration in
solution in Mole per liter Mol/l was calculated.
B. PMMA fluorescent nanospheres
Monodisperse PMMA nanospheres53 were synthesized
by surfactant-free microemulsion polymerization with potas-
sium peroxodisulfate as initiator.17,65 The monomer and the
initiator concentrations were adjusted to obtain nanoparticles
with an average size in the order of 300 nm. The polymer
solution was purified from large agglomerates and from low
molecular impurities by filtration and centrifugation, respec-
tively. The nanoparticle size was characterized using a CPS
disk centrifuge, a narrow size distribution around 310 nm
was obtained.
After the polymerization, postsynthesis swelling was
adopted to load the PMMA nanoparticles with perylene
molecules.54 In particular, an organic solvent i.e., tetrahy-
drofuran THF was used to swell the PMMA nanospheres
suspended in an aqueous solution in order to load them with
a commercial fluorescent dye, the Lumogen F Yellow 083
LY83; see the inset of Fig. 3 by BASF.66 Finally, the sol-
vent was evaporated under reduced pressure to leave the
LY83 molecules encapsulated into the beads, thus obtaining
PMMA–L organic-organic nanopigments see Fig. 1b.
Similarly to the technique adopted for ZL–P nanopigments,
the dye concentration was estimated by i dissolving the
loaded PMMA nanospheres in THF, ii measuring the solu-
tion absorption spectrum, and iii comparing with the ab-
sorption spectrum of reference solutions. The exact quantity
of LY83 molecules loaded into the PMMA–L nanopigments
in mg/g was thus obtained and the corresponding concen-
tration in solution in Mol/l was calculated.
III. SAMPLES
A. Sample preparation
1. Dye solutions and nanopigment dispersions for
optical characterization
PDB LY83 solutions and ZL–P PMMA–L disper-
sions were prepared for the optical characterization of both
dyes and nanopigments see below. Ethanol Fluka, HPLC
grad and toluene Acros, spectrophotometric grade were
used for the PDB and LY83 solutions, respectively. The mol-
ecules were highly diluted PDB=10−6 M; LY83=5
10−5 M in order to minimize the formation of aggregates.
ZL–P and PMMA–L were dispersed in toluene 5 mg/l and
in water 38 g/l, respectively.
2. Cellulose samples for diffused reflectance
measurements
Cellulose samples loaded with ZL–P and PMMA–L
nanopigments were prepared for DR measurements by ad-
sorbing the fluorescent nanoparticles onto microcrystalline
cellulose substrates characterized by high DR i.e., 80%
in the visible spectral region. The high porosity of such sub-
strates enables a very good dispersion of the fluorescent nan-
opigments in the cellulose matrix. Following a solvent
evaporation procedure,57 the nanopigment dispersions were
mixed with the powdered substrate and the solvent was sub-
sequently evaporated, thus leaving the fluorescent nanopig-
ments adsorbed onto the cellulose substrate.67 The microc-
rystalline cellulose Fluka DS-O was previously dried at a
temperature of 60 °C and a pressure of 450 Torr for 3 h. The
temperature must be kept below 70 °C in order to avoid
cellulose degradation and, thus, a decrease in the substrate
DR. ZL–P and PMMA–L dispersions were prepared in a 1:1
mixture of ethanol Fluka, HPLC grade and toluene Acros,
spectrophotometric grade and in water, respectively, with
different nanopigment concentrations. In the case of ZL–P,
the mixture composition was optimized in order to obtain
good nanoparticle dispersion and adsorption, thus improving
the spatial homogeneity of the loaded cellulose samples. An
ultrasonic bath was used for 30–40 min to homogenize the
dispersions that were then mixed with the microcrystalline
cellulose in a 1 ml/500 mg proportion. For the ZL–P, the
solvent was slowly evaporated during 2 h in a fume hood,
while 20 s of ultrasonic bath were applied every 10 min to
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FIG. 2. Steady-state excitation gray lines and emission black lines spec-
tra of ZL–P nanoparticles dispersed in toluene concentration=5 mg / l. In
the inset, the structure and the spectra of the PDB molecules in solution
concentration in toluene=10−6 M are shown as reference. For the excita-
tion and the emission spectra, the emission was collected at 560 nm and the
excitation was set at 440 nm, respectively.


















FIG. 3. Steady-state excitation gray lines and emission black lines spec-
tra of PMMA–L nanospheres dispersed in water concentration=38 g / l. In
the inset, the structure and the spectra of the LY83 molecules in solution
concentration in ethanol=510−5 M are shown as reference. For the ex-
citation and the emission spectra, the emission was collected at 530 nm and
the excitation was set at 450 nm, respectively.
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achieve a better dispersion of the nanoparticles in the cellu-
lose. The residual solvent was eventually removed by heat-
ing the sample overnight at a temperature of 60 °C under
moderate vacuum 450 Torr. For the PMMA–L nanopig-
ments, the samples were dried at a temperature of 50 °C
under moderate vacuum 450 Torr for 168 h. After the sol-
vent evaporation, the fluorescent powders were placed in a
powder holder suitable for measurements in the integrating
sphere. We remark that the samples prepared for the same set
of measurements were always processed together in order to
guarantee the same optical properties for all substrates.
B. Sample characterization
The steady-state excitation and emission spectra of both
dye and nanopigment dispersions were measured with a stan-
dard fluorimeter Horiba Jobin-Yvon Fluoromax-3. In the
case of the cellulose samples, a fluorimeter Varian Cary
Eclipse equipped with an optical fiber was used.
1. Zeolite L fluorescent nanocrystals
The steady-state excitation gray line and emission
black line spectra of ZL–P nanopigments dye
concentration=1.70 10−1 Mol/l dispersed in a toluene solu-
tion content=5 mg / l are shown in Fig. 2. For the excita-
tion spectrum, the emission was collected at 560 nm, while,
for the emission spectrum, the excitation was performed at
440 nm. On one hand, the spectral location of the emission
features in the ZL–P fluorescence spectrum well agrees with
that observed in the PDB spectrum see the inset in Fig. 2.
On the other hand, the change of the overall spectral shape
shows that the encapsulation in the inorganic host does in-
deed affect the dye fluorescence: for instance, the aggregate-
related shoulder that appears at 560 nm in the PDB emission
becomes negligible in the ZL–P spectrum see Ref. 60 for
details, thus confirming that the infiltration in the zeolite
nanochannels prevents the dye molecules from aggregation.2
2. PMMA fluorescent nanospheres
The steady-state excitation gray line and emission
black line spectra of the PMMA–L nanoparticles dye
concentration=6.38 10−3 Mol/l dispersed in a water solu-
tion content=38 g / l are shown in Fig. 3. For the excitation
spectrum, the emission was collected at 530 nm, while, for
the emission spectrum, the excitation was performed at 450
nm. As for ZL–P, the spectral location of the emission fea-
tures in the PMMA–L fluorescence spectrum well agrees
with that observed in the LY83 spectrum see the inset in
Fig. 3. Note that, in order to avoid aggregate formation, the
dye concentration in the PMMA nanospheres must be kept
much lower than in the ZL nanoparticles and, consequently,
the PMMA–L content in the dispersion is several orders of
magnitudes larger than the ZL–P content. Nevertheless, con-
trary to ZL–P nanopigments, the aggregate-related shoulder
that appears at 560 nm in the LY83 emission does not disap-
pear in the PMMA–L spectrum, thus showing the presence
of a very small quantity of residual aggregates in the PMMA
nanoparticles.
3. Fluorescent cellulose samples
The emission spectra of the ZL–P and PMMA–L nano-
pigments adsorbed on the cellulose substrates are shown in
Figs. 4a and 4b, respectively, for an increasing nanopar-
ticle content. The samples were prepared choosing the nano-
particle to cellulose weight proportions in mg/g to guaran-
tee an absorption value in the order of 1%–15% at the
excitation wavelength. Note that, as for the dispersions for
emission/absorption measurements, due to the lower dye
concentration in the PMMA nanospheres than in the ZL
nanocrystals, the PMMA–L content in the cellulose is several
orders of magnitudes larger than the ZL–P content. In the
insets of Fig. 4, the emission spectra for the lowest and the
largest nanopigment concentrations 0.05–1 mg/g and 1.5–40
mg/g for ZL–P and PMMA–L, respectively are normalized
at 600 nm where self-absorption is absent: see Figs. 2 and 3
for a better comparison of their spectral shape. We observe
that, while for the lowest concentration values, both the
ZL–P and PMMA–L spectra well agree with the correspond-
ing spectra measured in solution see Figs. 2 and 3, for the
largest values the spectra are strongly affected by the increas-
ing nanopigment content. On one hand, as it is expected
intuitively, the emission intensity linearly increases with the
increasing nanoparticle content. On the other hand, since for
both PDB and LY83, as well as for the corresponding ZL–P
and PMMA–L nanopigments, the Stokes shift is small see
Figs. 2 and 3, the spectral shape changes due to self-
absorption effects.57,68,69
IV. THE DIFFUSE REFLECTANCE TECHNIQUE
Based on previous studies by Ruetten and Thomas56 and
Ferreira et al.,57 we developed an optical DR technique to
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FIG. 4. Color Steady-state emission spectra of a ZL–P and b PMMA–L
nanopigments adsorbed onto microcrystalline cellulose for increasing nano-
particle contents in mg nanoparticle/g cellulose. In the insets, the spec-
tra for the lowest and the largest nanoparticle concentrations 0.05–1.00
mg/g and 1.5–40 mg/g for ZL–P and PMMA–L, respectively have been
normalized at 600 nm where self-absorption is absent: see Figs. 2 and 3 for
a better comparison of their spectral shape.
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ments. The DR spectra of fluorescent nanopigments adsorbed
on microcrystalline cellulose substrates were measured using
the integrating-sphere setup described below Sec. IV A.
The experimental technique and the data analysis procedures
were adapted to the specific properties of fluorescent nano-
pigments and generalized to be applied to any optical setup
Sec. IV B.
A. Experimental set-up
The DR measurements were performed by means of the
optical bench illustrated in Fig. 5 and consisting of an inte-
grating sphere Oriel, model n. 70679 coupled to a standard
halogen lamp 12 V, 100 W mounted on a computer-
controlled monochromator Jobin Yvon, model n. HR460. A
lens system was used to focus the monochromatic visible
light beam through the sphere aperture directly onto the
sample spot diameter=6–8 mm. The sample was placed in
a powder holder fixed on a thin 1 in. quartz window. The
specular component of the sample-window reflectance was
eliminated using a baffle. Cut-on filters Edmund Optics,
model n. 47287 for PDB were selectively introduced in
front of the photodetector Hamamatsu photomultiplier,
model n. R928 in order to prevent the fluorescence emission
from being detected. The detection system integrating
sphere+photodetector was calibrated using barium sulfate
Fluka, purum and carbon particles Cabot 2000 as perfect
reflector i.e., R1 and black standard i.e., R0, respec-
tively. The reflectance spectra were recorded for excitation
wavelengths ranging from 300 to 800 nm.
B. Quantitative assessment of the quantum yield
Following Ferreira et al.,57 the quantitative assessment
of the absolute dye nanopigment quantum yield was
achieved shining a monochromatic light beam on the loaded
cellulose substrates and recording the DR intensity at differ-
ent excitation wavelengths. When this latter wavelength falls
in the dye nanopigment absorption region, the DR signal
consists of two independent components: the dye nanopig-
ment emission combines with the main contribution given by
the diffused excitation beam. On one hand, due to the dye
nanopigment absorption, the intensity of the excitation back-
ground strongly decreases with respect to the bare cellulose
substrates. On the other hand, the DR of the loaded samples
is usually measured in two different experimental configura-
tions, i.e., with and without a cut-on filter in front of the
detector, thus yielding two different DR spectra, Rf and Rwof,
respectively. Since the cut-on filter prevents the nanopigment
fluorescence from being detected, Rwof is always larger than
Rf and, intuitively, this difference is proportional to the nano-
pigment quantum yield: the larger is the fluorescence effi-
ciency the larger will be the difference. Finally, as it is shown
in details in the following, by introducing a few correction
factors taking into account both the detector and the filter
spectral responses, as well as, if necessary, the dye nano-
pigment self-absorption, the absolute quantum yield can be
quantitatively assessed.
As it is demonstrated in Ref. 57, a good estimate
measured of the quantum yield, defined as the ratio between
the emitted IFluo and the absorbed IAbs light intensities,
can be calculated from the Rf and Rwof values measured at






Rsub0 − Rf0  fS − fS,T1 − Rwof01 − Rf0 
,
1
where Rsub is the DR of the bare cellulose substrate, and fS
and fS,T are the correction factors that take into account the
spectral response of the detector and the residual transmis-









with IF, S, and T corresponding to the steady-state
fluorescence spectrum, the photodetector spectral efficiency,
and the filter residual transmission spectrum, respectively
Fig. 6.
We remark that Eq. 1 yields a good approximation of
the real quantum yield  i.e., measured only if the
cut-on filter has a negligible transmission, i.e., when fS,T
1. However, since in a generic optical setup the used filters
are often characterized by a significant residual transmission





























FIG. 6. IF: steady-state emission spectrum of ZL–P nanoparticles gray
line. T: residual transmission through the cut-on filter black solid line.
S: photodetector spectral efficiency black dotted line.
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at certain emission wavelengths i.e., fS,T1, see Fig. 6, a
further correction is necessary. In particular, if R is the sub-
strate DR in absence of any fluorescence e.g., for a perfect
cut-on filter, we can write Rf and Rwof as
Rwof = R + 1 − RfdyefS, 4
Rf = R + 1 − RfdyefS,T, 5
with fdye corresponding to the fraction of the absorbed pho-
tons that excite the dye nanopigment at the excitation
wavelength 0. Thus, combining Eqs. 4 and 5 yields
 =
Rwof − Rf





and the photon fraction fdye can be indeed obtained from the
following energy conservation relation:
1 = Rf − F + Asub + Adye, 7
where F is the residual fluorescence passing through the
cut-on filter, i.e.,
F = 1 − RfdyefS,T, 8
and Asub and Adye are the fractions of the incident light ab-
sorbed by the substrate and the dye nanopigment, respec-
tively, i.e.,
Asub = 1 − Rsub, 9
Adye = fdye1 − R . 10
Therefore, using Eqs. 8–10 in Eq. 7, we obtain
fdye =
Rsub − Rf + 1 − RfdyefS,T
1 − R
11
and, from Eq. 6
 =
Rwof − Rf1 − R1 − fS,T
1 − RfRsub − Rf	 fS − fS,T1 − Rwof1 − Rf 

. 12








and Eq. 12 reduces to Eq. 1, i.e.,
 =
Rwof − Rf1 − R





measured  measured. 14
On the other hand, when fS,T1 i.e., RfR, by combining
Eqs. 12 and 14, we can easily estimate the real quantum





In Fig. 7, the real quantum yield  is plotted as a function of
measured for fS,T=0.0, 0.1, 0.3, and 0.5. We observe that, if
for quantum yields lower than 0.2, measured indepen-
dently from the used filter i.e., from the fS,T value, for
values larger than 0.2, measured overestimates the real 
when fS,T0.2. Moreover, this discrepancy further increases
with increasing the quantum yield and the fS,T values. In our
case, the transmission spectrum of the cut-on filter see Fig.
6 yields fS,T=0.3–0.35 and Eq. 15 must be used to esti-
mate the real  values. Note that, since it is not always
possible to find filters that can perfectly match the emission
properties of the studied fluorescent nanopigments, having a
precise correction of the experimental data that accounts for
the residual filter transmission is fundamental to obtain reli-
able and precise quantum yield values.
Finally, we remark that, if self-absorption effects are im-
portant e.g., when the Stokes shift is small, as for our ZL–P
and PMMA–L nanopigments see Figs. 2 and 3, the fluo-
rescence spectrum IFluo can be strongly affected by variations
in the nanopigment concentration in the cellulose substrates.
The Birk equation can then be used to correct the  value
and to obtain the absolute quantum yield cor, i.e.,57,68,69
cor =

1 − 	1 − 
, 16
where the self-absorption probability 	 is calculated by di-
viding the integrated area of the steady-state emission spec-
trum by the corresponding area of the emission spectrum
measured for a very low dye nanopigment concentration in
the cellulose substrate i.e., for almost negligible self-
absorption. To this purpose, the emission spectra were nor-
malized at a wavelength where they are not affected by self-
absorption i.e., =600 nm, see Figs. 2 and 3.
In order to validate this technique, we measured
the quantum yield of a well-known fluorescence standard.
Rhodamine 101 Fluka, purum was chosen for its very
large quantum yield i.e., 1 in almost all possible
configurations.57,70 We applied the analysis procedure de-
scribed above to DR measurements on Rhodamine 101 mol-
ecules adsorbed onto cellulose substrates obtaining the abso-
lute value cor=0.95
0.07 that agrees very well with the
data reported in Ref. 57.
V. RESULTS AND DISCUSSION
The DR spectra of cellulose substrates loaded with ZL–P














FIG. 7. Real quantum yield values  as a function of the measured values
measured for fS,T=0–0.5 see Eqs. 3 and 15.
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0.05, 0.25, 0.50, and 1.00 mg/g. Rf solid lines, Rwof dotted
lines, and Rsub gray line spectra are shown in Fig. 8. As it
was described above, the decrease in the DR signal for the
loaded substrates with respect to the bare cellulose is due to
the nanopigment absorption between 400 and 500 nm see
Fig. 2 and it is stronger when the cut-on filter is used solid
lines since this latter prevents the fluoresced photons from
being detected. In order to quantify their quantum yield, the
values of Rf, Rwof, and Rsub measured at the absorption wave-
length ABS=460 nm were used to calculate IFluo and IAbs
according to Eqs. 1–3 for the different ZL–P concentra-
tions. As it is shown in Fig. 9, IFluo increases linearly with
IAbs as the pigment concentration increases and, even at the
largest concentration values, no deviation from such linearity
is observed. From the linear fit of IFluo as a function of IAbs,
the value measured=0.35
0.04 is obtained. According to Eq.
15, this yields =0.31
0.04, that with Eq. 16, gives the
absolute quantum yield cor=0.37
0.04.
In order to confirm this latter result and, more in general,
to validate the applicability of our DR analysis to the mea-
surement of the quantum yield of fluorescent nanopigments,
we estimated the quantum yield of our ZL–P nanoparticles
by means of an alternative DR method proposed by Rohwer
and Martin.58 The attenuated output of an Argon ion laser
Spectra-Physics, mod. Stalilite 2017 set at =458 nm was
used to excite the fluorescence of the ZL–P nanopigments
adsorbed onto the cellulose substrates. DR spectra were mea-
sured both with or without the fluorescent samples mounted
on the integrating sphere, and alternatively placing two dif-
ferent filters in front of a power-meter UDT Instrument 371
equipped with a calibrated photodiode by Graseby Optron-
ics. These filters were used to cut-off and cut-on either the
excitation or the fluorescence signal, thus enabling the mea-
surement of both the emitted and the absorbed light powers
Pabs and Pem, respectively. As in our analysis, we had to
correct the measured spectra to take into account the residual
transmission of the cut-on filter and the fluorescence of the
cut-off filter. Following Ref. 58, we can write:
Pabs = PbeamPexsub − Pexsub+samplePex0 − Pexb  , 17
where Pbeam is the incoming beam power, measured with the
calibrated photodiode. Pex
sub is the excitation power measured
with the cut-on filter in front of the photodiode when a bare
cellulose substrate is placed in the sample holder. Pex
0 and Pex
b
are the background signals measured in presence of the
cut-on filter with the excitation beam on and off, respec-
tively, when simple barium sulfate BaSO4 is contained in
the sample holder. We observe that, once the cellulose sub-
strate is loaded with the fluorescent nanopigment the excita-


















sub+fluo is the measured value, while fS,T is the
correction factor that takes into account the residual trans-
mission through the cut-on filter. Pem
sub+fluo and Pem
sub are the
emission power values measured with the cut-off filter in
front of the photodiode for the cellulose substrate with and
without the fluorescent nanopigment, respectively. Pem
b is the
background emission power measured with the excitation
beam off. Finally, we can write the total emitted power as

























FIG. 8. Color Diffused reflectance spectra measured with Rf: solid line
and without Rwof: dotted line a cut-on filter in front of the detector for the
bare cellulose substrate Rsub: gray line and substrates containing ZL–P
nanopigments with varying concentrations 0.05–1.00 mg/g. The absorption

























FIG. 9. Fluorescence intensity IFluo= Rwof −Rf / fS− fS,T1−Rwof / 1
−Rf as a function of the nanopigment absorption IAbs=Rsub−Rf for dif-
ferent concentrations of the ZL–P circles and the PMMA–L squares
nanopigments 0.05–1.00 mg/g and 1.5–40 mg/g, respectively: see Fig. 4
adsorbed onto the cellulose substrates. The measured values given by the
linear fit black dotted lines are indicated.
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where E and P are the spectral integrating sphere ef-
ficiency and the pigment emission power measured with the
fluorimeter, respectively. Dividing Pem by Pabs yields the
radiant efficiency and thus the quantum yield value.58 In par-
ticular, for our ZL–P nanopigments Eqs. 17–20 yield the
quantum yield value P=0.33
0.7 that agrees very well
with the corresponding value cor=0.37
0.04 obtained with
our DR technique. We highlight that, while the method by
Rohwer and Martin58 is based on the measurement of a
single sample i.e., a single nanopigment concentration in the
cellulose substrate, in our procedure the quantum yield
stems from the linear fit of the measurements performed on
several samples, i.e., for several nanopigment concentrations
taken in the linear region where self-absorption effects are
small i.e., where the correction of Eq. 16 is valid.
Finally, as for the ZL–P nanoparticles, the DR spectra of
the PMMA–L nanopigments adsorbed on cellulose substrates
were measured for several concentrations, i.e., 1.5, 10, 20,
and 40 mg/g. Rf solid lines, Rwof dotted lines, and Rsub
gray line spectra are shown in Fig. 10. Note that the differ-
ence between the measured Rf and Rwof spectra is much
larger than in Fig. 8, thus showing qualitatively a larger
quantum yield for the PMMA–L nanoparticles than for the
ZL–P nanopigments. The diffuse reflectance values Rf, Rwof,
and Rsub at the absorption wavelength ABS=470 nm were
used to calculate IFluo and IAbs according to Eqs. 1–3 for
the different PMMA–L contents. As for ZL–P, even at the
highest concentration values, no deviation from the linearity
is observed see Fig. 9. The linear fit of IFluo as a function of
IAbs yields measured=0.93





We observe that, while the quantum yield of nondeoxy-
genate PDB solutions in ethanol measured using a standard
procedure and taking fluorescein as reference is 0.9,71,72 our
results clearly show that the latter value is more than halved
once the PDB molecules have been infiltrated into the zeolite
nanoparticles see Ref. 60 for more details. The same de-
crease in the quantum yield with respect to the dye in solu-
tion is found for the PMMA–L nanopigments. If the quantum
yield of LY83 solutions in toluene measured using a standard
procedure is 0.9,66 this value decreases by 15%–20% once
the LY83 molecules have been infiltrated into the PMMA
nanospheres. Although in this latter case the fluorescence
efficiency might be slightly affected by the presence of a
very small quantity of residual aggregates in the doped
PMMA–L nanospheres as it is revealed by their emission
spectra:,see above, Fig. 3, it is evident that the nanopigment
quantum yield is strongly affected by the dye encapsulation,
i.e., by the physical-chemical interactions between the
molecules and the host environment. In order to thoroughly
understand the results obtained for our ZL–P and PMMA–L
nanopigments, a systematic and comparative study of the
factors that may differently affect the quantum yield of these
inorganic-organic and organic-organic nanopigments would
be necessary. Nevertheless, that would go beyond the objec-
tives of this article, whose aim is simply to provide a precise
and reliable technique for the measurement of the nanopig-
ment quantum yield.
VI. CONCLUSION
In conclusion, a precise and direct DR technique was
presented for the quantitative assessment of the absolute
quantum yield of fluorescent nanopigments. This experimen-
tal method was thoroughly validated and successively ap-
plied to inorganic zeolite and organic PMMA nanoparticles
loaded with fluorescent perylene molecules. Reliable quan-
tum yield values were obtained for both low- and high-
quantum efficiency nanopigments, i.e., for ZL–P and
PMMA–L, respectively. We observe that our technique is not
based on a single measurement of a single sample, but the
quantum yield is obtained from the linear fit of several ex-
perimental data yielded by the differential DR measurements
with and without a cut-on filter of several samples with
varying fluorofor concentrations. Therefore, this method can
be applied for the measurement of a very large palette of
quantum yield values, provided that the difference between
the DR signals with and without the filter is not negligible,
i.e., the fluorescence signal is larger than the cellulose diffuse
reflectance. When measuring fluorescent nanopigments with
a very low quantum yield or dye concentration, the technique
will work well if the fluorescence signal can be increased by
increasing the nanopigment concentration in the cellulose,
provided that the linear dependence of fluorescence versus
absorption is preserved.
We highlight that in the domain of hybrid nanopigments
there is a need to advance in establishing how encapsulation
influences the emission of an incorporated guest. Therefore,
a reliable measurement of the quantum yield of nanopig-
ments is fundamental for the fabrication and development of
new inorganic-organic and organic-organic fluorescent mate-
rials. Eventually, this article provides researchers studying























FIG. 10. Color DR spectra measured with Rf: solid line and without
Rwof: dotted line a cut-on filter in front of the detector for the bare cellulose
substrate Rsub: gray line and substrates containing PMMA-L
nanopigments with varying concentrations 1.5–40 mg/g. The absorption
wavelength ABS=470 nm is indicated vertical dotted line.
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simple experimental technique for the quantitative investiga-
tion of the quantum yield of fluorescent nanopigments as a
function of different system parameters.
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